














INSTRUCTION MANUAL + WELPRO WELARC 200

dulsznauasLA3ae / Machine Descriptions

1. fLA3DY / Machine
2. §widan / Electrode Holder
3. @UAUNTANANIU / Ground cable and connector

A: %’J - / Negative Position

B : 99 + / Positive Position

(o0

: IuanssnneiltInamgaringy
/ Indicator Lamp
D : antida-Ja / On-Off Switch
E : Yuuiunszusiion
/ Current Potentionmeter
F o dngfunseusiGudon
6 é /Arc Force Potentionmeter
G : lwnanvano:ninSevriuiu

INSTRUCTION MANUAL + WELPRO WELARC 200

voyalunmsanmaneliivindevia:aleisou
Installation Data for Input and Output Cable

su
Vodel WELARC 200
ns:liaBougnan (ieud) 200

(Welding Current) (Amp)

uuNAYaLIToANSaIuSNINas 30
(Fuse or Circuit Breaker Capacity) (Amp)

UU']ﬂUE]\)H’]EJTUJI(I’]lﬂgE)\) 3x3
(Input Cable) (Sgmm.)

YUIAUaVaNsIEeU 05
(Output Cable) (Sgmm.)

guIAYBLaEgAU (M1ST0 UL.) 16
(Earth Cable) (Sgmm.)

35AnMuanslWiunnSaY / Input Cable Installation

o Asop@dauIsSYAUlINA:FUOUILIER A IURBUNSHUBTANSESULOVIASOITOL
Check the input voltage and number of phase according to welding machine’s requirement.

o onfsuumvovateluiiASeumusTRUUIALEVIASOVITOL MUMISIY JayalunisARR
anelwiinSovua:aneGoy
Use suitable output cable size according to table of installation data for input and output cable

o onfsuuauonioanSalusninasnusTALAIUNALVIASOVIGEL MUMSsVTayaluns
AnAaeluionSevla:aeiGoy
Use suitable fuse or circuit breaker capacity according to table of installation data for input and
output cable

o moangliBeuiiluulaIUINUYARaelAISsUSoaND
Connect input cable tightly and prevent short circuit by Insulation tape if necessary.

o moagAUNURIASavIngIdanlsuuAvevaeluivIASoLMUBTAUUATBVIASEVIGEL
mumsodayalumsanmaelliinSevtazansitol
Connect earth cable with the welding machine according to table of installation data for input

and output cable
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