




















INSTRUCTION MANUAL INSTRUCTION MANUAL

35 nssiatnaneian 38nsanaesneidon / Output cable installation
nseauuy DC- -/Straight polarily - pvaspuialnfinzesaies (Negative, -) i3 (Position, +) nauvinn1ssaaeidan
saaadandintay (-) wax mﬂmulm%’amﬂn (+) - Check Welding machine’s polarity (Negative, -)or (Negative, +) before connect
mwmuwaumummnﬂ’j’l‘ﬁa’m M3TNRNVDY output cable
wwBaNNIn ~ siadas1e Negative — w38 Positive + ’[ﬁmm:auﬁwﬁmmmgmﬁau NIMIN

Forfmuaiitnansglideniniiu DC+m3a DC-
- Connect Output cable polarity ( Negative, -)or (Negative’ +) according to type

miﬁlmum DC+/Reverse polarily

GlE]N’IEJL“IiE]NL’ﬂ’I‘IJ’J‘.U’)ﬂ (+) uaz Nlﬂﬂm’ﬁ’l‘ff’mu ) of welding electrode’s requirement DC- or DC+ ( Straight polarity or reverse

ANNSaufianadionazannIfiguay nsfudn polarity ). , o .
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msmamamau TIG- /Tig Scartch connectlon - Use Suitable output cable size according to table of installation Data for

Aosadondninay () wazaedudiun (+) Input and Output cable. . .
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- Connect and tight output cable set by hand or suitable tools.

stansea s asas / Input cable installation Imil‘wﬁnL?iﬂan'ljusiaqﬁm%auﬁﬂnLﬁulﬂ ( ujnm'ﬂ 50 g ) drfanudndu dog
- avnassuusIRUliuasTuwEmaIANEFasNsNTlansajuTeAS e Tan Hmudeniiuelnafiuiiossnmguidanssumbon
Check the input voltage and number of phase according to welding machine’s Avoid too long output cable connection Z more than 50 meters ) .if need,
requirement. the machine should be connected by bigger gauge size cable in order to avoid
- Renldvunemasanslnidniadesmusiasasiaioadon mumssdoyalunsings welding current loss.
seliidaIosuazanedon @ana33r T thdethaodealiniy swasiliaiesdeuinanudemels )
Use suitable output cable size according to table of installation data for input (Note : Poor and/or loose Output Terminal Connection Cause the damage of Welding Machine)

and output cable.

- Laan’lmmmmmammmnma‘smmummymmmmmLmaamau GI’]NGI’]?’N“IJEJN@
Tumsfinsvansliidaissuassaidon
Use suitable fuse or circuit breaker capacity according to table of installation
data for input and output cable.

- sioanelwidngdonliuiuuaziumiyaseasl#iZon3ostihd
Connect input cable tightly and prevent short circuit by insulation tape if
necessary.

- demeAudnfuduaIaslaedanldzunnrasaslnidiniadssnusiauazauinzes
\3n9idon mumsmﬂ”aga‘[unﬁﬁmﬁv’omﬂlﬁ/\lL‘il”ﬁl,ﬂ%"ml,l,azmw?iau
Connect earth cable with the welding machine according to table of installation
data for input and output cable.



