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Safety Instructions
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Please read the instruction book before operating the pump.
The wire identified by the color combination green/yellow shall be
grounding safely.

. Please install an electrical control unit before application.
. If the pump requires maintenance should switch-off power supply

firstly then take out of plug.

. Must not be to wash, swim and pasture domestic animals in within

the working area water during pump operation.

. Strictly forbid to use cable as hanging rope.

. Strictly forbid the submersible pump operating in dry condition.
. Pollution of the liquid could occur due to leakage of lubricants.

. Pump is to be supplied through a residual current device (RCD)

having a rated residual operating current not exceeding 30 (mA).

Safety signs
Comply with the instructions provided by the safety signs and symbols
fitted to the appliance and in this manual.

Indicates a potential personal injury hazard.

In accordance with European directives applicable
to this product.

Do not do as indicated.

Do not touch.
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To reduce the risk of injury, user must read and

understand owner’s manual before using this product.

Terms of warranty

1.

The Company will not responsible if the User removes or modifies
without the approval of company.

. Standard accessories are not subject to warranty conditions, such as

consumable materials or material that must be replaced for a specified
period of time.

. The Company will not responsible for any damage caused by improper

use of the manual or excessive use of the machine.

. The Company will not responsible for any damage caused by accident

or negligence of the User.

. The company will not responsible for any damage from power supply

problem of User that are not up to the standards of the product.

. The company is not responsible for any damage that is not maintained

properly or not follow the instructions in the user manual.

Technical data

Model 4SP09055 4SP12075 4SP08075 4SP11110
Power 0.55kW/0.75HP | 0.75kW/1.0HP | 0.75kW/1.0HP 1.1kW/1.5HP
Voltage/freq. 220-240V/50Hz.{220-240V/50Hz.| 220-240V/50Hz. |220-240V/50Hz.
Stage 9 12 8 11

Flow (L/min) 33-42-50-58-67|33-42-50-58-67|50-67-83-100-133|50-67-83-100-133

Max. Head (m) | 56-51-45-41-34|75-68-60-55-45| 49-46-40-35-14 |67-64-55-48-20

Outlet pipe size 1.5 inch 1.5 inch 2 inch 2 inch
Materail outlet Brass Brass Brass Brass
Dimension of 96x790 96x900 96x900 96x1010

machines (mm)

Weight of
maéghines (kg) 14.5 19.5 19.5 23.0
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